
*Note: Subject to Macnaught warranty terms and conditions see http://www.macnaught.com.au/warranty macnaught.com.au 

Macnaught’s range of oil dispensing systems are designed to be installed onto an IBC 

or wall mounted and feature quality products, robust performance and convenient and 

quick change over.

OIL EQUIPMENT SYSTEMS

TECHNICAL SPECIFICATIONS

• OS900G-01: Dispensing system with unmetered oil gun
(HG20R-01)

• OS900GE-01: Dispensing system with metered oil gun
(HG20F-012E-01)

• OS900IM-01: Dispensing system with in-line oil meter
(IM012E-01)

• Solid galvanized steel base frame

• T512S-01: 5:1 Ratio air operated oil stub pump
(R500S pictured)

• Heavy duty, twin-pedestal oil reel – 15m x ½” hose

• All connecting fittings, hoses, breather and couplers

TECHNICAL SPECIFICATIONS

• OS950G-01: Dispensing system with unmetered oil gun
(HG20R-01)

• OS950GE-01: Dispensing system with metered oil gun
(HG20F-012E-01)

• OS950IM-01: Dispensing system with in-line oil meter
(IM012E-01)

• Solid galvanized steel base frame

• R500S-01: 5:1 Ratio heavy duty air operated oil stub pump

• Heavy duty, twin-pedestal oil reel – 15m x ½” hose

• All connecting fittings, hoses, breather and couplers

TECHNICAL SPECIFICATIONS

• This heavy duty kit uses the R-SERIES™ pump and can be
mounted or directly attached to an IBC or bulk tank

• Sturdy mounting plate for pump & reel, pre-drilled

• RETRACTA® oil reel

• R300S: 3:1 Ratio air operated oil stub pump

• All necessary fittings and hoses

IBC/WALL MOUNTED OIL DISPENSING SYSTEMS

OIL DISPENSING SYSTEMS 5:1  
OILMASTER® PUMP
OS900G-01

OIL DISPENSING SYSTEMS 5:1 
R-SERIES™ PUMP
OS950G-01

OIL DISPENSING SYSTEM 3:1 
R-SERIES™ PUMP – NO GUN
OS500B-01
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