
CHEMICAL ROTARY PUMP
The MACP200 is made from Polypropylene with Ryton Rotors and has Polypropylene spout, 
delivery hose and moulded nozzle. These wetted materials are well suited to mineral oils, 
acids, alkalis, alcohols, diesel, coolants, water-based chemicals and clean and salt waters.

*For Macnaught warranty, terms and conditions see macnaught.com/warranty ©Macnaught Pty Ltd, 2021 macnaught.com

Polypropylene body, spout & suction tube
FKM seal
Ryton (PPS) rotors 

WETTED COMPONENTS

Lubemate® is a practical, cost-effective range of equipment brought to you by the trusted team at Macnaught®. All Lubemate products are specially 
selected by our experienced technical team at Macnaught, ensuring they meet our strict quality standards. Macnaught Pty Ltd  41-49 Henderson St, 
Turrella NSW 2205. Australia  Ph: 1800 185 102 Fax: +61 2 9597 7773  Email: info@macnaught.com.au Website: macnaught.com

TECHNICAL SPECIFICATION PACKAGE INCLUDES
SUITABLE FOR USE WITH MACHINE OILS, ACIDS, ALKALIS, 
ALCOHOLS, DIESEL, COOLANTS AND WATER-BASED CHEMICALS

FLOW RATE UP TO 20 L/MIN (VISCOSITY DEPENDANT)

REVERSE PUMPING REQUIRES REMOVAL OF FOOT VALVE

DELIVERS APPROXIMATELY 280CC PER ROTATION

COMPATIBLE WITH 60-205L DRUMS

2M FLEXIBLE DELIVERY HOSE & NOZZLE

ROTARY PUMP WITH 3-PIECE SUCTION TUBE, PUMP

HANDLE AND ADJUSTABLE SPOUT

2M FLEXIBLE DELIVERY HOSE AND NOZZLE

200L DRUM BUNG ADAPTOR WITH BSP THREAD

DRUM ADAPTOR (ORANGE) – 2” BSP(F) TO 2” TRI-SURE (M)

DRUM ADAPTOR (YELLOW) – 2” BSP(F) TO DIN61 (F)

DRUM ADAPTOR (BLUE) – 2” BSP(F) TO 2” MAUSER (M)

P/N: L-MACP200

MULTI-POSITION 
OUTLET TUBE

Adjustable to suit 
application

2M DELIVERY HOSE 
Adjustable to suit application

SLIDING BUNG ADAPTOR
Suits different height

 drums from 60 – 205L

3-PIECE SUCTION TUBE
Allows different height
drums to be accommodated

FOOT VALVE
Pump always remains
primed between uses


